
Extendable Steering Tool Cart with Seat

Safety Instructions
This is not a toy. Not for use by children.

Maximum load capacity of Steering seat: 300lb.
Maximum load capacity of plastic tray: 5lb.
Do NOT overinflate the tires. Maximum pressure is 30psi.
Do NOT use on inclines; seat may tip.
Do NOT operate if any part is damaged or broken.

Made in China

Parts List:
A. Frame (1pc)
B. Plastic Tray (1pc)
C. Seat (1pc)
D. Basket (1pc)
E. Wheels (4pcs)
F. Handle Connector (1pc)
G. Rear Axle (1pc)
H. Rear Tray Support (1pc)
I.  Reinforcing Plates (2pcs)
J. Steering Link Connector (1pc)
K. Axle Brackets (2pcs)
L. Handle (1pc)

Hardware List:
a. M8x20 Bolts (8pcs)
b. M10x15mm Bolts (4pcs)
c. M8 Flat Washers (9pcs)
d. M10 Flat Washers (4pcs)
e. M12 Flat Washers (4pcs)
f.  M8 Nylon Nuts (9pcs)
g. M10 Nylon Nuts (4pcs)
h. M12 Nylon Nuts (4pcs)
i.  M8x60 Bolts (1pc)
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