
AT4490   A-FRAME TOP WIND
TRAILER   JACK

Observe all safety information to protect yourself and others. Failure to observe the instructions may result in property

damage and/or personal injury. Please keep instructions for future reference.

Rated Capacity： 5000 lbs.

Height Range： 8-1/4" to 23-1/4"

SPECIFICATIONS

 ▪Loose hardware.                 Misalignment or binding of moving parts.▪

 ▪Cracked or broken parts, and any other condition that may affect its safe operation.

2. Keep the Crank mechanism and Inner Tube lightly greased.
3. AFTER USE, wipe external surfaces of the tool with clean cloth.

CLEANING, MAINTENANCE, AND LUBRICATION

1. BEFORE EACH USE, inspect the general condition of the tool. Check for:
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Please care fully read and save thes e instr uctions befo re atte mpting to assemble,maintain,install,or operate this product.

 

PARTS LIST AND ASSEMBLY DIAGRAM
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N.W.(LBS)： 10.1 lbs

WARNING:



1. Do not exceed rated capacity. 

2. Lock Trailer Jack in vertical position before applying load. 

3. Use on flat, level, hard surface capable of supporting load.

4. Prevent trailer wheels from moving using wheel chocks while raising or lowering.

5. Keep out from under jack and tongue when applying and releasing load, or moving trailer.

6. Inspect before use. Do not use if parts are loose or damaged.

7. Use in accordance with the Department of Transportation (DOT) regulations.  

8. Maintain labels and nameplates on the tool. These carry important safety information.

9. Apply force to jack vertically only.  Side forces will compromise the jack.  

10. Do not climb aboard any vehicle supported by jack.

11. This product is not a toy.  Keep it out of reach of children. 

12. Follow all state regulations for boat safety and towing when using Trailer Jack, including using

      safety chains securely attached to the towing vehicle when the trailer is hooked to the vehicle. 

13. Trailer Jack must always be in the folded up position (horizontal to ground), or removed, when

      towing the trailer.

14. The warnings, precautions, and instructions discussed in this instruction manual cannot cover

      all possible conditions and situations that may occur.  It must be understood by the operator 

      that common sense and caution are factors which cannot be built into this product, but must be

      supplied by the operator.        

SPECIFIC SAFETY WARNINGS

INSTALLATION INSTRUCTIONS
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Align bolt 
holes

Figure A

1.   to prevent the trailer from rolling.Before mounting, chock the trailer wheels 

2.    top.  Rotate the Crank clockwise to extend the Pull the Crank  out so that the knob is on  

Jack and raise the trailer hitch above the level  of the towing vehicle’s hitch ball.  Once the 

6. 

trailer is at the desired height, fold the Crank  over so that the knob is facing downward.  This 

will help keep the knob out of the way. 

3.    back the vehicle to the trailer.back the vehicle to the trailer.With the assistance of a spotter,  

4.    Align the hitch ball directly under the trailer hitch.

Once trailer is fully engaged, continue to  retract Jack to its uppermost position. 
Retract Flip the Crank up and overthe Trailer Jack fully before towing the trailer. 

5.    the Jack slightly, lowering the trailer andTurn the Crank counterclockwise to retract  

transferring its weight onto the towing vehicle  until it is firmly seated on the hitch ball.  

Tighten the trailer hitching mechanism
.

7. 
when completed   to help keep the knob out of the way.
Attach the safety chain (sold separately). 

Dismounting the Trailer from the Towing Vehicle

1. Before dismounting, chock the trailer wheels  to prevent the trailer from rolling.

2. Pull the Crank out so that the knob is  on top.  Rotate the Crank clockwise to extend the Jack 
and raise the trailer.  

3. Continue to extend just enough for the Trailer  Jack to take the weight of the trailer.  This will 
make it easier to disengage the trailer hitch.

4. Disengage the trailer hitch and any  safety chains or other connections between the vehicle 
and the trailer.

5. It may be necessary to extend the Jack further  to clear the trailer hitch.  When the vehicle 
is completely clear, and it is safe to do so,  drive the vehicle away from the trailer.

CAUTION :   Have a spotter watch this operation to be sure the trailer is clear of 

6. Level the trailer by turning the Crank to  raise or lower the trailer to the desired height.  Flip 

the Crank up and over when completed  to help keep the knob out of the way.

the vehicle.
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