
USER'S MANUAL
64in. ROOF RACK – 250 Lbs.

AT5565



DIAGRAM & PART LIST

NO. DECP. QTY. NO. DECP. QTY.

1 Screw 8 11 Middle Plate 2

2 Middle Section-Left 1 12 Knob 8

3 Knob Cap 8 13 Mounting Clip 4

4 Front Section 1 14 Mounting Block 4

5 Sleeve 8 15 U-Bolt 4

6 Middle Section -Right 1 16 M5 Nut 4

7 Rear Section 1 17 Spring Washer 4

8 Lock Nut 4 18 Nylon Washers 8

9 Reflector 2

10 Bolt 4

18





WARNING: 

TO PREVENT SERIOUS IN』URYDURING 。PERATION:

Park vehicle on a flat, level, hard sur旬ce well away from traffic. Place transmission In park/neutral 

and set parking brake. 

Do not exceed rated weight capacity of roof. Add 26 lb. rack weight to cargo weight when 

dete『mining roof cargo capacity. Refer to 四hlcle’s Gross Vehicle Weight Rating. 

Before each use, and regularly du『ing travel, check all mounting connections and 

conn田tions of the roof bars and all other supports for tight骨t and tighten if required. 

D『iving techniques must be altered to allow for changes in crosswind ”nsitiv间，

such as reducing speed and using greater braking distances. 

1. Distribute cargo evenly, the center of gravity must be kept as low as possible.

2. Secure the load against slipping using appropriate straps (not elastic straps with or without

hooks).

3. After each use, remove Cargo Carrier.

Maintenance and Servicing 

TO PREVENT SERI。USIN』URY FROM RACK FAILURE: 

Do not u” damaged equipment. If Rack is damaged or if abnormal noise or 

vibration occurs, have the problem corrected before further use. 

1. BEFORE EACH USE, inspect the general condition of the Cargo Car「ier. Check for:

• loose hardware,

• misalignment or binding of moving pa内s,

• cracked or broken parts, and

• any other condition that may affect its safe operation.

2. AFTER USE, remove Cargo Carrier and wipe external su『faces with clean cloth.Store Ca『go Ca「rier

and straps in a clean, dry area out of children’s reach.




