¢ COSTWAY' COSTWAY®

EN
With your inspiring rating, COSTWAY will be more consistent to offer you EASY
SHOPPING EXPERIENCE, GOOD PRODUCTS and EFFICIENT SERVICE!

DE

Mit Ihrer inspirierenden Bewertung wird COSTWAY konsistenter sein, um Ihnen EIN
SCHONES EINKAUFSERLEBNIS, GUTE PRODUKTE und EFFIZIENTEN SERVICE zu
bieten!

FR
Avec votre évaluation inspirante, COSTWAY continuera & fournir une EXPERIENCE
D’ACHAT PRATIQUE, des PRODUITS DE QUALITE et un SERVICE EFFICACE !

ES
Con su calificacion inspiradora, COSTWAY serd mas consistente para ofrecerle
EXPERIENCIA DE COMPRA FACIL, BUENOS PRODUCTOS y SERVICIO EFICIENTE.

IT

Con la tua valutazione incoraggiante, COSTWAY sara piu coerente per offrirti
ESPERIENZA DI ACQUISTO FACILE, BUONI PRODOTTI e SERVIZIO EFFICIENTE!

PL

Dzieki twojej opinii COSTWAY bedzie mdgt oferowaé jeszcze WYGODNIEISZE
ZAKUPY, LEPSZE PRODUKTY i SPRAWNIEISZA OBStUGE KLIENTA.

USER’'S MANUAL

BIKE CARRIER

US office: Fontana UK office: Ipswich AU office: Truganina
DE office: Hamburg FR office: Saint Vigor d'Ymonville PL office: Gdansk

THIS INSTRUCTION BOOKLET CONTAINS IMPORTANT SAFETY INFORMATION. PLEASE READ AND KEEP FOR FUTURE REFERENCE.
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1 Insert C(lower mast tube) into D(*L” shaped hitch), 3 Insert B(upper mast tube)into C(lower mast tube),
making sure to align bolt holes. secure with F(bolts) and I(nut).

ﬂ Secure C(lower mast tube) to D("L” shaped hitch) with
G(bolt)and I(nut).

B Insert the clevis pin through the upper hole in the hitch
connector and press the locking clip onto the pin to
make the pin won’t move.

E Connect A("U” tube) over B(upper mast tube), secure
with H(bolt) and clevis pin which is located on the B
(upper mast tube).

Use the R(wrench) to install the P(plug) on the A("U”
tube) with Q(screw).

A Tie E(rubber belt) on the (“U” tube) Insert the N(anti wobble part) into the square tube.
Install the bottom of D(*L” shaped hitch) into 2" hitch
receiver make sure to align bolt hole and secure with J
(bolt), K(spring washer), L(washer) and M(pin)
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NOTE: Please use the O(hex wrench) and R(allen wrench) to
help you tight the nuts.

NOTE: If your purchase 3-bike rack, there are 6 part E, and the
installation is the same.
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