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Mobile Toilet
BA7620

USER’S MANUAL



Five product advantages to easily meet your hygiene 
needs

1. Rugged And Reliable: Designed according to the size of an adult, it 
can bear 100 KG (220 LBS), with strong structure and reliable 
strength, both sides of the interlocking components are load-bearing 
design, ensuring that the two tanks are firmly interlocked together.

2. Repeated Use: The water tank has a capacity of about 12 liters and 
can provide flushing up to 30 times. It can also be replenished with 
water at any time without external piping required. The manual air 
pump can be used normally for 100,000 times.

3. Super Easy To Clean Up: Separate portable structure is easy to clean. 
Rinsing with water will not reflow. The 10-liter one can be used for 
about one day by adults, and the 20-liter one can be used for 2-3 
days by adults.

4. No Leakage: Both reservoirs are integrated molding without any 
seams and will never leak. The sliding valve is double-layer sealed to 
prevent dirt leakage and odor emission.

5. Easy To Carry: Suitable for a wide range of compact spaces. The 
completely independent storage design doesn't need any external 
devices.

Product Parameters

Product Material:

Product Specifications:

Packing Size:

Product Weight:

High density polyethylene

20L

42x36x43cm (16"x14"x16.5")

5.5KG/12LBS



1. Put gently, do not invert, do not carry it roughly. 

2. Avoid long-term exposure to sunlight.

3. During use, the back cover should not be relied on to prevent your 
body falling damage from its being crushed.

4. Do not scratch the surface with a sharp object.

5. Regularly clean up the dirt.

6. Any of non-toxic and non-corrosive deodorant can be used.

7. Once the sewage tank cannot be cleaned out with water, please use 
the brush included for cleaning.

8. Do not use alcohol-based detergents or high-concentration acidic 
cleaning fluids to clean them, which are detrimental to rubber sealing.

9. In extremely cold weather conditions, antifreeze can be added into 
the clean water tank.

Product Maintenance

Structure Description

Pneumatic Pump

Toilet Lid

Water Inlet
Flushing Port

Toilet Seat

Water Diaphragm
Handle

Clean Water Tank

Lock Buckle

Sewage Tank



Instructions For Using Steps

Step 1. Open the lid of the 
clean water tank, pour water in, 
and then close the lid to tighten 
it.

Step 2. Open the sealing 
diaphragm handle to fully open 
the partition and keep the lever 
open during use.

Step 3. Do not rely on the toilet 
cover during use, so as not to 
cause damages.

Step 4. After use, cover the 
toilet lid.



Instructions For Cleaning Steps

Step 5. Press the pneumatic 
pump several times to rinse. 
After rinsing, push the water 
diaphragm handle to prevent 
the odor from spreading.

Step 1. When cleaning up, first 
confirm that the diaphragm 
handle has been pushed to the 
end, in a closed state.

Step 2. Open the lock buckle on 
both sides and remove the 
clean water tank.

Step 3. Take the sewage tank 
to the appropriate place, open 
the lid of the sewage tank and 
pour out the dirt.
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With your inspiring rating, COSTWAY will be more consistent to offer you EASY 
SHOPPING EXPERIENCE, GOOD PRODUCTS and EFFICIENT SERVICE!

Mit Ihrer inspirierenden Bewertung wird COSTWAY konsistenter sein, um Ihnen EIN 
SCHÖNES EINKAUFSERLEBNIS, GUTE PRODUKTE und EFFIZIENTEN SERVICE zu 
bieten!

Avec votre évaluation inspirante, COSTWAY continuera à fournir une EXPÉRIENCE 
D’ACHAT PRATIQUE, des PRODUITS DE QUALITÉ et un SERVICE EFFICACE !

Con su calificación inspiradora, COSTWAY será más consistente para ofrecerle 
EXPERIENCIA DE COMPRA FÁCIL, BUENOS PRODUCTOS y SERVICIO EFICIENTE.

Con la tua valutazione incoraggiante, COSTWAY sarà più coerente per offrirti 
ESPERIENZA DI ACQUISTO FACILE, BUONI PRODOTTI e SERVIZIO EFFICIENTE!

Dzięki twojej opinii COSTWAY będzie mógł oferować jeszcze WYGODNIEJSZE 
ZAKUPY, LEPSZE PRODUKTY i SPRAWNIEJSZĄ OBSŁUGĘ KLIENTA.

US office: Fontana        UK office: Ipswich        AU office: Truganina

DE office: Hamburg       FR office: Saint Vigor d'Ymonville       PL office: Gdańsk


