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Contact Us!
Do NOT return this item. 

Contact our friendly customer service department for help first. 

E-mail
 US: cs.us@costway.com
 UK: cs.uk@costway.com

Before You Start

www.costway.com

THIS INSTRUCTION BOOKLET CONTAINS IMPORTANT SAFETY INFORMATION. PLEASE READ AND KEEP FOR FUTURE REFERENCE.

Visit us: www.costway.com
Follow CostwayPlease give us a chance to make it right and do better！

Contact our friendly customer service department for help first. 

Replacements for missing or damaged parts will be shipped ASAP!

USER’S MANUAL
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Welcome to visit our website and purchase our quality products!

Reward Points
Exclusive Customer Service
Personalized Recommendations
Permanent Shopping Cart
Order History

We would like to extend our heartfelt thanks to 

all of our customers for taking time to assemble 

this product and giving us valuable feedbacks.

www.costway.com

Your suggestions and comments for COSTWAY are really important to us! 
We sincerely solicit you to go back to our shop and leave a good rating in just a 
simple click. It would be quite encouraging if you could kindly do so like below:

February 24, 2019
Great products so far. Fast delivery, easy setup, and working without any issues. 

Great products so far

With your inspiring rating, COSTWAY will be more consistent to offer you 
EASY SHOPPING EXPERIENCE, GOOD PRODUCTS and EFFICIENT SERVICE!

US office: Fontana, California
UK office: Ipswich

LED Flood Light
EP24198

Before You Start
Please read all instructions carefully.

Retain instructions for future reference.

Seperate and count all parts and hardware.

Read through each step carefully and follow the proper order.

We recommend that, where possible, all items are assembled near to the 

area in which they will be placed in use, to avoid moving the product 

unnecessarily once assembled.

Always place the product on a flat, steady and stable surface.

Keep all small parts and packaging materials for this product away from 

babies and children as they potentially pose a serious choking hazard.
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Model Length LumensCord Type/Gauge Rating

EP24198 9FT SJTW 18/3 60Watts AC110-130Volts, 60Hz6000 lms

CENTER HANDLE ASSEMBLY (Fig. 1 )

WARNING: To avoid serious injury or death from electrical 
shock or fire:  

ELECTRICAL RATINGS

1.  DO NOT handle this fixture or try to plug it in when your hands are 
     wet or damp or when standing on a wet or damp surface or in 
     water.
2.  This fixture MUST ALWAYS BE USED in accordance with all 
     electrical and safety codes and ordinances, including the most 
     recent National Electric Code (NEC) and with the Occupational 
     Safety and Health Act (OSHA) Volume 1 on General Industry 
     Standards and interpretations. 
3.  ALWAYS make certain that the power source conforms to the 
     rating on the fixture.
4.  ALWAYS disconnect the power before servicing or inspecting the 
     fixture for any reason.
5.  This fixture IS ONLY FOR USE ON 110-120V AC and is equipped 
     with an approved 3 conductor cord with a 3-prong, grounded plug. 
     TO REDUCE THE RISK OF ELECTRICAL SHOCK, it should only 
     be plugged into a properly grounded 3-prong outlet.
6.  This Fixture is Suitable for Indoor / Outdoor Use. The fixture 
     can be used outdoors in rain or damp conditions. 
7.  CAUTION: RISK OF ELECTRIC SHOCK. Do not use in or near 
     standing water, or where water may accumulate. Keep this fixture 
     at least 16 feet from pools or spas. Keep plug dry. DO NOT 
     IMMERSE THIS FIXTURE.
8.  Ground Fault Circuit Interrupter(GFCI) should be provided on the 
     circuit or outlet to be used in a wet location or outdoor use.
9.  This fixture is not explosive-proof, DO NOT use in potentially 
     dangerous locations, such as in flammable or explosive 
     atmospheres. 
10.NEVER operate the light with the clear protective glass broken or 
     removed.

TRIPOD STAND SET UP (Fig 2. & Fig. 3)
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FIG. 1

ATTENTION: Listed below is the maximum amperage 
rating for this unit.
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1. Loosen the Knob (D) located at the bottom junction of the three 
    legs  (Fig. 2). Fully spread the legs apart by pulling the legs 
    outward to start and then pushing down on the Bottom Junction. 
    Tighten the knob until snug. Do not over tighten.
2. To adjust the height of the Tripod Stand (Fig. 3), loosen the lower 
    Twist Grip (E) and raise the tube until the proper height is 
    achieved.  Tighten the Twist Knob 
    enough so the tube will hold its 
    position. If additional height is needed, 
    follow the same procedure with the 
    upper Twist Knob (F). The maximum 
    height of the stand, both sections fully 
    extended, is 56 inches. 
3. Place the stand on a firm, level surface.
CAUTION: Never place the tripod on a 
steep incline or unstable surface.  The 
tripod may tip causing injury. 

LED Flood Light
with Tripod Stand

O W N E R ’ S  I N S T R U C T I O N S

1. The Center Handle (A) is provided unassembled.  Remove the 
     two bolts (B) from the "H" Sled. Fasten the Handle to the Sled 
     with the bolts as shown. 
2.  Attach the Y cord joint to the handle by the center screw (C).

Model No. EP24198
CAUTION: Read all instructions and warnings before Operating!

SAVE THESE INSTRUCTIONS! READ ALL INSTRUCTIONS!

11.NEVER LOOK DIRECTLY INTO LIGHT SOURCE. LEDs are 
     extremely bright and can damage eyes with prolonged exposure.
12.KEEP AWAY from heating vents, radiators, or other sources of 
     heat.
13.KEEP OUT OF REACH OF CHILDREN.

MAINTENANCE 

 

   Remove dirt and grime as soon as it accumulates. Use a soft damp 
cloth and a mild soap if necessary. Remove dirt form all surfaces 
including cord, tripod, sled and light heads. The glass fronts on the 
light heads can be cleaned with a household glass cleaner.
  CAUTION:  DRY the plug thoroughly if it becomes wet during 
cleaning.  NEVER submerge any part of the Flood Light in any 
solution to clean it.  DO NOT use solvents such as gasoline, 
turpentine, etc. to clean the unit.

MOUNTING THE LED LIGHT TO THE TRIPOD (Fig. 4)

OPERATION (Fig. 5)

1. Plug power cord into 110-120V standard wall outlet. Push the red 
    switch at the top of enclosure to turn the light on. Each of  the 
    light heads has an ON/OFF switch. This provides two levels of 
    light when operating one light or two lights. Always turn each light 
    head off before unplugging the Flood Light.
2. To adjust the direction of the LED Light Heads. Loosen the 
     Knobs (A) to swivel or Knobs (B) to tilt the LED Light Heads to the 
    desired position. Retighten the Knob(s) to hold the position.

LAMP REPLACEMENT

The LEDs in this fixture are not replaceable. The LEDs will last up to  
a minimum of 50,000 hours and are not subject to breakage due to 
shock like typical halogen or incandescent lamps. 

Replacement Parts 

Indicate part number & quatity.

   Place the LED Sled Assembly on the tripod rectangular mounting 
shoe (A).  Align the center handle hole to the hole at the top of the 
Tripod Stand.  Insert the Knob with threaded Bolt (B) through the 
handle and into the tripod center hole.  Twist and tighten the knob 
until snug. 

All ALERT products are individually tested and inspected for defects 
in material and workmanship before leaving the factory. Should this 
product fail within ONE YEAR due to faulty workmanship or 
material, simply return to the original place of purchase for a 
replacement. Our ONE YEAR POLICY is limited to the replacement 
of the original purchase. No other liability, responsibility or warranty 
is expressed or implied, including any fitness for a particular 
purpose. 

LIMITED ONE YEAR WARRANTY

Send check or money order to:
Alert Parts Department,
24500 Solon Rd.
Bedford Heights, OH 44146, 
U.S.A
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Swivels

LF250-H
TS500
LF-63K
LF-84K
LF-120K
TS-50K

Handle
56" Adjustable Tripod
Side Knob
Side Knob
Side Knob
Center Knob for Tripod

$10.00
$26.00
$3.00 EA
$3.00 EA
$3.00 EA
$3.00 EA


