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THIS INSTRUCTION BOOKLET CONTAINS IMPORTANT SAFETY INFORMATION. PLEASE READ AND KEEP FOR FUTURE REFERENCE.

Visit us: www.costway.com
Follow CostwayPlease give us a chance to make it right and do better！

Contact our friendly customer service department for help first. 

Replacements for missing or damaged parts will be shipped ASAP!

USER’S MANUAL
SNOW THROWER
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Contact Us!
Do NOT return this item. 

Contact our friendly customer service department for help first. 

E-mail
 US: cs.us@costway.com
 UK: cs.uk@costway.com

Before You StartBefore You Start
Please read all instructions carefully.

Retain instructions for future reference.

Seperate and count all parts and hardware.

Read through each step carefully and follow the proper order.

We recommend that, where possible, all items are assembled near to the 

area in which they will be placed in use, to avoid moving the product 

unnecessarily once assembled.

Always place the product on a flat, steady and stable surface.

Keep all small parts and packaging materials for this product away from 

babies and children as they potentially pose a serious choking hazard.

IMPORTANT SAFETY INSTRUCTIONS 

Warning: Do not plug in the Snow Thrower until the following steps have been 
read and understood. 

READ ALL INSTRUCTIONS BEFORE USING YOUR SNOW THROWER 
Electrical Instructions 
Your Snow Thrower has a polarized male plug, with one prong in the switch housing socket 
slightly longer and wider than the other. The extension cord female end also should be polarized, 
so that the extension cord fits snugly into the switch housing socket. 

WARNING: Your Snow Thrower is intended for outdoor, residential use only. Do 
not use it indoors, for commercial or industrial purposes. 

DO NOT ABUSE THE CORD. Never use the cord for carrying, pulling or unplugging your 
Snow Thrower. Keep the cord away from heat, oil, sharp edges or moving parts. Damaged or 
entangled cords increase the risk of electric shock. 

Warning: To prevent electric shock, use your Snow Thrower only with an extension 
cord suitable for outdoor use. 

Make sure your extension cord is in good condition. When using an extension cord, be sure to 
use one heavy enough to carry the current your product will draw. An undersized cord will cause 
a drop in line voltage resulting in loss of power and overheating. The table below shows the 
correct size to be used according to cord length and nameplate ampere rating. If in doubt, use the 
next heavier gauge. The smaller the gauge number, the heavier the cord. 

Minimum gauge for Extension Cords (AWG) 
(When using 120V only) 

Ampere Rating Total Length of Cord in feet 
More Than Not More 

Than 
25 50 100 150 

0 6 18 16 16 14 
6 10 18 16 14 12 

10 12 16 16 14 12 
12 16 14 12 Not Recommended 
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Abnormal operation - If you notice the snow thrower running in an unstable state or hear 
abnormal sounds from the motor, stop the machine, disconnect the power immediately, and 
contact our customer service department. 
Noise control - When using the snow thrower, you must respect local laws and regulations 
regarding noise control and environmental protection. To avoid noise disturbance, you should 
carefully decide upon an appropriate operation time and consider the surrounding conditions. 
When work is completed - Disconnect the snow thrower from the power source when not in use, 
when changing accessories, and before performing any maintenance. 

Store safely - Store snow thrower indoors in a dry area between uses. Keep in a locked area 
where children and unauthorized users cannot gain access. Do not store the machine while it is 
still connected to the power source. It may cause damage and injury. 
Maintain for safety and longevity - Check for misalignment or binding of moving parts, 

repair or replace the damaged part before use. Use only those replacement parts made for your 
model. When replacing any parts, you must strictly observe the instructions and procedures 
described in this manual. Special care should be paid to any rubber parts, since these parts may 
increase the engine load and decrease its mechanical power if damaged. 
Symbols 

These symbols represent important information about the product or instructions on its use. 
WARNING: The following warning symbol is to remind you of the safety 
precautions you should take when operating the Snow Thrower. 

Keep hands away from the moving parts of the Snow Thrower. The rotating parts 
could cause bodily injury. 

Personal Safety 
Stay alert, watch out what you are doing and use common sense when operating your Snow Thrower. 

Do not use your Snow Thrower while you are tired or under the influence of drugs, alcohol, or 
medication. A moment of inattention while operating the Snow Thrower may result in serious 
bodily injury. 
NEVER LEAVE YOUR RUNNING SNOW THROWER UNATTENDED. Turn the power 
switch to OFF. Do not leave your Snow Thrower until it has come to a complete stop. 
Remove any adjusting key or wrench before turning the Snow Thrower on. A wrench or a key 
that is left attached to a rotating part of the Snow Thrower may result in bodily injury. 
 DO NOT OVERREACH. Keep proper footing and balance at all times. This enables better 
control of the Snow Thrower in unexpected situations. Hold the handles firmly to avoid injury. 
When stepping backwards, be cautious about any obstacles beneath your feet or behind you to 
avoid falling. 
Snow thrower Use and Care 

Know your snow thrower - Familiarize yourself with the main parts of your snow thrower. 

well as the specific potential hazards related to this machine. Do not use this machine for any 
purpose other than the one for which it was designed. Otherwise, it may cause mechanical 
defaults, serious damage or personal injury. 
Preliminary unit inspection - Thoroughly inspect the unit before use. Make sure all the parts 
are secure and installed correctly. If you notice any abnormalities, do not use the machine until it 
has been properly repaired. Always perform a test run the first time you use the snow thrower or 
after replacing parts to ensure that the unit is functioning properly. 
Preliminary area inspection - Clear the area to be plowed before each use. Remove all objects 
such as rocks, broken glass, nails, wire, or string, which can be thrown by or become entangled 
in the snow thrower. Keep the area of operation clear of other people and pets. 

Excessive force - The snow thrower was designed to respond at a certain rate for various snow 
conditions for optimum safety and performance. Do not force it; keep pressure constant. 

Malfunctioning switch - Do not use the snow thrower if the switch does not turn it on and off. 
Any electrical appliance that cannot be controlled by the switch is not safe to use and must be 
repaired. 
Hitting an object - If the snow thrower accidentally strikes an object, stop the snow thrower; 
inspect for damage; repair or replace any damaged part before restarting and operating the snow 
thrower. 
Discharge chute safety - Never direct the snow discharge chute at the operator, at bystanders, at 
vehicles or at windows. Thrown snow and foreign objects accidentally picked up by the snow 
thrower can cause serious damage and personal injury. Do not use your hands to unclog the 
discharge chute. Stop the motor before removing debris. 
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ASSEMBLY INSTRUCTIONS 
Unpacking 
1. Carefully remove your Snow Thrower and all other
items from box. 
2. Your Snow Thrower comes with the following
accessories. 

T-bolt: 4 pieces
Saddle Washer: 4 pieces
Knob: 4 pieces
Cable Clip: 3 pieces
Upper Chute Crank: 1 piece

Middle Frame Assembly 

For easier assembly, the handle frames are marked with yellow 
tape from the factory.  This tape indicates the LEFT side of each 

Snow Thrower. 

Hold the Middle Frame with the yellow tape on the LEFT side 
so that the screw holes align with the holes on the Lower Frame.  
Note also that the hole and grommet of the Eye Bolt at the top of 
the Middle Frame are facing UP. (Fig. 1) 

Insert a T-bolt into each hole with the head on the inside of the 
handle.  Then attach a saddle washer and knob on the outside 
and tighten. (Fig. 2) 

Repeat this step on the other side of the handle. 

COMPONENTS  

1 LOWER FRAME 7 UPPER CHUTE CRANK 
2 MIDDLE FRAME 8 POLARIZED PLUG 
3 CARRYING HANDLE 9 CABLE CLIP 
4 UPPER FRAME 10 CHUTE DEFLECTOR 
5 HANDLE BAR 11 CHUTE 
6 SWITCH 

1

2

4

6

7

8

9

10

11

3

5
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The bolts should be inserted from the inside of the frame of the unit so that the washers and 
knobs are fastened to the outside of the frame. 

Note: Do not over-tighten the knobs. 

Upper Frame Assembly 

For easier assembly, the handle frames are marked with yellow 
tape from the factory.  This tape indicates the LEFT side of 

Snow Thrower. 

Hold the Upper Frame with the yellow tape on the LEFT side 
so that the screw holes align with the holes on the Middle 
Frame. (Fig. 3)  

Insert a T-bolt into each hole with the head on the inside of the 
handle.  Then attach a saddle washer and knob on the outside 
and tighten. (Fig. 4) 

Repeat this step on the other side of the handle. 

Locate the three Cable Clips in the parts bag. Secure the power 
cord to the frame of the unit by clipping them onto the frame at 
evenly spaced intervals. (Fig. 5) 
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Discharge Chute Assembly (Fig. 6) 
Lift the Chute Deflector so that it snaps and locks securely 
onto the discharge chute. 

Raise or lower the chute deflector to the desired height of the 
snow stream and tighten the chute deflector knobs. 

Note: Do not over tighten the chute deflector knobs. 

Lower and Upper Chute Crank Assembly (Fig. 7) 

Locate the upper chute crank in the parts bag. Loosen the 
screw and nut located on the lower chute crank with 
screwdriver and wrench. 

Note: You may be able to unfasten the screw and nut by 
hand. 

Slide the upper chute into the lower chute crank, aligning the 
screw holes. Tighten the screw into the aligning holes using 
a screwdriver. 

Tighten the nut with a wrench. 

Note: If the center hole is not lining up correctly, you have the middle frame on backwards. 
The hole and grommet of the eye bolt should face up. 
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OPERATION 

KEEP CHILDREN AND BYSTANDERS AT A SAFE DISTANCE while operating your Snow 
Thrower. 

Note: Before using the Snow Thrower, please make sure the power source you will use is in 
accordance with the specifications shown in this manual. 

Securing the Extension Cord 
For safe and efficient use of your Snow Thrower, use only a UL-rated or CSA extension cord 
recommended for outdoor use (see page 4). 
To prevent the extension cord from disconnecting during use, 
tie the female end of the extension cord into a loose knot on the 
top right side of the middle frame before connecting to the 
male plug in the switch housing socket of the snow thrower. 

Note that the snow thrower has a polarized male plug, with one 
prong in the switch housing socket slightly longer and wider 
than the other. The extension cord female end should be 
likewise polarized, so that the extension cord fits snugly into 
the switch housing socket. 
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Powering On and Off  
To power on, first press and hold the switch button found 
alongside the switch housing. 

Pull the handle bar toward you and grasp hold of it firmly with 
both hands to start the machine. The machine can only be 
started by pressing the switch button first, followed by 
squeezing the handle bar. 

When the motor is on, release the switch button, and keep hold of
the handle bar. 

Note: Reverse operation cannot start the machine. 

To power off, release your grip on the handle bar.
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1. Never direct the snow discharge chute at the operator, bystanders, vehicles or nearby
windows. The discharged snow and foreign objects accidentally picked up by the Snow
Thrower can cause serious damage and bodily injury. Always point the discharge chute in the
opposite direction from potentially hazards.

control crank clockwise to move the discharge chute to the left; counterclockwise to move
the chute to the right.

3. The chute deflector on the top of the discharge chute controls the height of the snow stream.
Loosen both chute deflector knobs to raise or lower the deflector to the desired height of
snow you wish to throw. Tighten the knobs to secure the deflector.

Note: Do not over tighten the chute deflector knobs. 

WARNING: Make sure that the chute deflector snaps and locks completely onto the 
discharge chute. An opening between the discharge chute and the chute deflector may 
allow foreign objects to be picked up by the Snow Thrower and thrown in the direction 

of the operator causing serious bodily injury. Do not advance the chute deflector too far forward 
causing an opening to appear between the deflector and discharge chute. Do not over tighten the 
knobs on the chute deflector. 

PLOWING THE SNOW 

WARNING: Keep the area of operation free of foreign objects that can become thrown 
by the rotor blades. Perform a thorough inspection of the area since some objects may 
be hidden from view by surrounding snow. If the Snow Thrower hits an obstruction or 

picks up a foreign object during use, stop the Snow Thrower, disconnect the extension cord, 
remove the obstruction, and inspect the unit for damage. Repair or replace any damaged parts 
before restarting and operating the unit. 

Keep children, pets, and bystanders away from the area of operation. Be aware that the normal 
noise of the Snow Thrower when turned on may make it difficult for you to hear approaching 
people. 

When moving the Snow Thrower, use the wheels on one side as the pivot point. Slightly tilt the 
Snow Thrower on this pivot point to move it forward or backward. 

Start your clearing path near the electrical outlet and work outward, throwing snow in a back and 
forth motion. To clear in the opposite direction, step over the cord and pivot the Snow Thrower 
on its wheels. Make sure to overlap clearing paths. 

Note the wind direction. If possible, move in the same direction as the wind so that the snow is 
not thrown against the wind, back into your face and on the just cleared path. 

While moving the Snow Thrower, move within the range that the cable can reach. 

DO NOT USE HANDS TO UNCLOG CHUTE. Stop motor before removing debris. 
Do not walk in front of running Snow Thrower. Do not direct discharged snow towards 
bystanders. 

Do not push the Snow Thrower with excessive force. You should push the Snow Thrower gently 
an

Do not apply additional man-made load to the snow thrower since this may damage the snow 
thrower. 

Some parts of the Snow Thrower may freeze under extreme temperature conditions. Do not 
attempt to operate the Snow Thrower with frozen parts. If the parts freeze while the Snow 
Thrower is in use, stop the Snow Thrower, unplug the extension cord, and inspect it for frozen 
parts. Thaw all parts before restarting and operating the Snow Thrower. Never force parts or 
controls that have frozen. Never use an open flame of any sort to thaw frozen parts. 

WORKING ON PEBBLES, GRAVEL, OR UNPAVED SURFACES. To avoid throwing loose 
surface material along with the snow, push down on the handle to raise the scraper at the base of 
the unit above the pebbles or gravel. 
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MAINTENANCE 
WARNING: Make sure to turn off the switch and disconnect the extension cord 
before performing any maintenance task on your Snow Thrower. 

Snow Thrower Use and Care 

attempting to clear snow at too fast of a rate.
2. Use of the Snow Thrower for operations different from intended could result in a danger

situation.
3. Do not attempt to repair the Snow Thrower unless you have the proper tools and instructions

for disassembly and repair.
4. Check the bolts at frequent intervals for proper tightness to ensure that the equipment is in

safe working condition.
5. After each snow removal session, run the Snow Thrower for a few minutes to prevent the

collector/impeller from freezing. Shut off the motor, wait for all revolving parts to stop
completely, and wipe residual ice and snow off the unit. Rotate the chute crank several times
to remove any excess snow.

Lifetime Lubrication 
Lubrication is not necessary and may damage the unit. The Snow Thrower is lubricated for 
lifetime use at the factory before shipment. 

STORAGE 
1. Clean the Snow Thrower of snow and ice buildup before storing or transporting. Be sure to

secure the unit while transporting.
2. Disconnect the extension cord from the Snow Thrower.
3. Inspect the extension cord closely for signs of wear or damage. Replace it if it is worn or

damaged.
4. Inspect the Snow Thrower carefully for worn, loose, or damaged parts. Check connections

and screws and tighten if necessary.
5. Store the unit, along with the disconnected extension cord, in a locked, dry place out of the

reach of children to prevent unauthorized use or damage. Cover loosely with a tarp for added
protection.

EXPLODED VIEW

SPECIFICATIONS 

15 Amp 18" Electric Snow Thrower 

  
Motor: 
Speed:   
Clearing Width:  
Clearing Height: 
Wheel Size:   
Weight:  

 
120V, 60Hz, 15Amp 
2200 rpm (no load) 
18" 
10" 
5" 
40 lbs. 
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Number on the
scheme English name Number on the

scheme English name

1 Nylon Locknut M6 61 Shock Pad

2 Flat Washer Ø6 62 Motor Keeper

3 Fixing Plate R 63 Tapping Screw ST4.2x16

4 TPU Plate 64 Idler Arm Assembly

5 Flat Washer Ø6xØ18x1.6 65 Extension Spring

6 Hex Washer Screw M6x16 66 Flat Washer Ø4

7 Fixing Plate L 67 Screw M4x12

8 Hex Washer Screw M6x20 68 Flat Idler

9 Ball Bearing 6202-2RS 69 Ball Bearing 6000-2RS

10 Keep Plate 70 Flat Washer Ø8xØ24x2

11 Shaft Assembly 71 Fixing Seat

12 Small TPU Plate 72 Main Cover

13 Tapping Screw ST4.2x14 73 Lever Keeper

14 Cover R 74 Chute Direction Control Gear

15 Screw M5x14 75 Resisstance Washer

16 Snap Ring Ø15 76 Lower Chute

17 Ball Bearing Housing 77 Chute Seat

18 78 Knob

19 Main Housing 79 Screw M8x25

20 Tapping Screw ST4.2x22 80 Upper Chute

21 Scraper 81 Blade

22 82 Tapping Screw ST4.2x10

23 Big Pulley 83 Lever

24 Belt PJ660 84 Connector

25 Nylon Locknut M8 85 Shaft

26 Cover L 86 split washer Ø5

27 Hex Washer Screw M6x30 87 Rivet 4x20
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28 Flat Washer Ø10 88 Lever

29 Metal Support R 89 Nylon Locknut M4

30 Spacer 90 Screw M4x20

31 Roller 91 Eye Bolt

32 Roller Shaft 92 Rubber Ring

33 split washer Ø8 93 Upper Chute Direction Control

34 Metal Support L 94 Snap Ring Ø8

35 Screw M4x16 95 Handle Knob

36 Tapping Screw ST4.2x40 96 Upper Handle

37 Small Pulley 97 Saddle Washer

38 Ball Bearing Housing 98 Middle Handle

39 Ball Bearing 6201-2RS 99 T-screw

40 Output Shaft 100 Cable Clip

41 Semicircular Key 101 Lower Handle

42 Big Gear 102 Tapping Screw ST6.3x38

43 Snap Ring Ø10 103 Cable Jacket 6P3-4

44 Oil Seal 104 Power Cord

45 Hex Nut M8 105 Big Cable Keeper

46 Small Gear 106 Overcurrent Protector 8A

47 Semicircular Key 3X3.7X10 107 Switch

48 Ball Bearing 608-2RS 108 big Switch Housing R

49 Gear Box 109 Switch Button

50 Ball Bearing 6001-2RS 110 Spring

51 Tapping Screw  ST4.2X70 111 Small Cable Keeper

52 Lower Motor End Housing 112 big Switch Housing L

53 Impeller 113 Tapping Screw ST4.2x25

54 Stator 114 little Switch Housing L

55 Rotor 115 little Switch Housing R

56 Upper Motor End Housing 116 Switch Acutator

57 Brush Holder 117 Spring

58 Carbon Brush 118 Handle Bar

59 Keep Plate 119 connecting line

60 Tapping Screw ST3.5x9.5 120 Closed end terminal CE - 2x
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Welcome to visit our website and purchase our quality products!

Reward Points
Exclusive Customer Service
Personalized Recommendations
Permanent Shopping Cart
Order History

We would like to extend our heartfelt thanks to 

all of our customers for taking time to assemble 

this product and giving us valuable feedbacks.

www.costway.com

Your suggestions and comments for COSTWAY are really important to us! 
We sincerely solicit you to go back to our shop and leave a good rating in just a 
simple click. It would be quite encouraging if you could kindly do so like below:

February 24, 2019
Great products so far. Fast delivery, easy setup, and working without any issues. 

Great products so far

With your inspiring rating, COSTWAY will be more consistent to offer you 
EASY SHOPPING EXPERIENCE, GOOD PRODUCTS and EFFICIENT SERVICE!

US office: Fontana, California
UK office: Ipswich

www.costway.com


