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THIS INSTRUCTION BOOKLET CONTAINS IMPORTANT SAFETY INFORMATION. PLEASE READ AND KEEP FOR FUTURE REFERENCE 

Please give us a chance to make it right and do better! I F。llow c。stway

Contacto川endlyc耐omerservi四department for help first. I Visit阳刚w.costway.c。m

Re问ents for missing叫ma叫由willb叫pedASAP!
I 回回回国。
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II. Usages and Characteristics:

BX1-C series arc welding regulations are macro Ac welders for 
single-hand operation and supplied with ea同h clamp and electrode 
holder with cable, mask and brush. 

The welde『s are extensively used in the small-scaled building 
business, fix business and agriculture station etc. 

I. Safety Items and Needs to know for using:
Paramerter Table : BX 1-250C 

Model No. 

Rated Output Current (A) 

Power Source Voltage (V) 

Rated Duty Cycle (%) 

Rated Input Capacity （阳／A)

Current Adjusting Range (A) 

Dia of Applicable Electrode (mm) 

Weight (KG) 

L*W*H (mm) 

BX1-250C 

170 250 

110V 220V 

10 10 

9.0 14.2 

75-170 90-250

2.0-4.0 2.0-5.0 

20

520*295*390 

BX1-C series arc moving steel core construction, the regulator has 
three cores, The p『imary coil and seconda『y coil are fixed on the 
cent「al core。

The prima叩coil is equipped with a temperature-relay （。ve『heat
sensor), which can cut o何the powe「 when the regular coil is hotte「

than the standard. The regulat。r output wires have convenient-ex­
change connection and direct connection. 
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IV. STRUCTURE OF WELDING MACHINE

�1 ↓ PUSH
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