
Notice
1: This product must meet the actual technical parameters in use.

2: The system should be away from water and corrosion resistant 
gas.

3: Please contact us if there is anything wrong with the product.

As above shown, add new switch function base on the premise 
that original keys function unchangeable ,procedure as follows:

1. Press the “1”“2”“M”buttons together for about 5 seconds,display 
“C-E” (flashing)---then continue to procedure 2,3.

2. Press button “1” within 5 seconds,display “C” ,then switch to 
metric system CM---go into the general operation.

3. Press button “2” within 5 seconds,display “E” then switch to Brit-
ish system Inch---- go into the general operation.

4. If above procedures no further operate over 5 seconds , then 
will recover to the previous setting.

OPERATION GUIDE

1: Normal Operation
Drive the desk to the desired height when pressing and holding “↑” 
or “↓” button.

2: Setting the memory function 
When the desk rises to the height which you want to memorize, 
please press and hold the “M” button till the display flashes and 
then press “1” button. Position 1 is now memorized. Repeat the 
above procedure for positions 2, 3 & 4. These four number buttons 
can memorize four different heights repeatedly. And those data 
won’t be lost in case power is off.

3: System Initialization
If the system doesn’ t work normally when we use it, we need reset 
the system, to make the system be initialized. 

Resetting procedure is as follows, press and hold on both "↑” and 
"↓" button together until the lifting column be lowest and you will 
hear a beep,and the display shows the number for lowest 
height,then whole step finishes.

WARNINGOPERATION GUIDE

Failure to follow these directions and warnings can result in seri-
ous injury and/or product damage.

    Make sure no obstacles are in the desk’ s path. Make sure the 
desktop is not touching any walls. Make sure all cords are appro-
priate length to accommodate the change in height.

    Keep children away from electric height-adjustable desks,con-
trol units and handsets. There is a risk of injury and electric shock.

    Keep all electrical components away from liquids.

    Do not open any of the components - the Legs, Control Box, or 
Controller. There is a risk of electric shock.

    The product is designed with a duty cycle of 10% (2 min.on, 18 
min. off)
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PARTS

HARDWARE

PARTS AND TOOLS LIST

TIPS：

Your suggestions and comments for Costway are really important to us! 
We sincerely solicit you to go back to our shop and leave a good rating in just a 
simple click. It would be quite encouraging if you could kindly do so like below:

February 24, 2018
Great product so far. Fast delivery, easy setup, and working without any issues. 

Great products so far

With your inspiring rating, Costway will be more consistent to offer you 
EASY SHOPPING EXPERIENCE, GOOD PRODUCTS and EFFICIENT SERVICE!

Rewards on
Every Order

1%

Free Shipping
on All Orders

FREE

Orders Arrive
in 3 -10 Working Days

3-10

Side Bracket x2

Leg x 2 

Control Box x 1 Keypad x1

Crossbar x 1

Foot Margin x 2 

Power Cord x1

ST3.5*19
Screw x 2

ST4.8*19
Screw x 2

ST4.8*25
Screw x 6

M6*12
Screw x 12 Plastic Pad x6

Rubber Cushion x 6 M6*14
Screw x8

4mm
Hex Spanner x1
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STEP 1 STEP 2

STEP 3

Loosen 4 M6*10screws,they were attached before packing,fix it to 
proper position,attach other 4 M6*10 screws on the crossbar and 
tighten all 8 M6*10 screws.

Attach foot margins to leg with 8 M6*14 screws and tighten with 
4mm hex spanner.

Attach legs to crossbar ends with 8 M6*12 screws.

M6*10 screw 8pcs

M6*12screw 8pcs 4mm Hex Spanner

4mm Hex Spanner

M6*14 screws 8pcs

4mm Hex Spanner

STEP 4 STEP 6

Attach brackets to each crossbar end with total 4 M6*12 screws.

STEP 5

Put rubber cushions and plastic pads on the side brackets and 
crossbar.

Attach the brackets and the crossbar to the table top with 6 
ST4.8*25 screws.Attach the control box with 2 ST4.8*19 
screws,attach the keypad to the table top with 2 ST3.5*19 
screws.

M6*12screw 4pcs

Plastic Pad Rubber Cushion

Plug cables from two motors to the control box, and cable from the 
keypad.Attach the desk by following steps: Press up and down 
buttons of keypad at the same time until it beeps and it will go up 
to the lowest position.

STEP 7

ST4.8*25 Screw 6pcs

ST4.8*19crew 2pcs

ST3.5*19 2pcs


