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Follow CostwayPlease give us a chance to make it right and do better！

Contact our friendly customer service department for help first. 

Replacements for missing or damaged parts will be shipped ASAP!
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Contact Us!
Do NOT return this item. 

Contact our friendly customer service department for help first. 

E-mail
 US: cs.us@costway.com
 UK: cs.uk@costway.com

Before You StartBefore You Start
Please read all instructions carefully.

Retain instructions for future reference.

Seperate and count all parts and hardware.

Read through each step carefully and follow the proper order.

We recommend that, where possible, all items are assembled near to the 

area in which they will be placed in use, to avoid moving the product 

unnecessarily once assembled.

Always place the product on a flat, steady and stable surface.

Keep all small parts and packaging materials for this product away from 

babies and children as they potentially pose a serious choking hazard.

1.Iron Brake Assembly
2.T-shaped Handle Assembly
3.Plastic Handle Bar                  
4.Plastic Hollow Sleeve
5.Iron Basket
6.Upper Folding Rod Assembly
7.Spring Quick Release Lever
8.M10 Five-star Knob
9.Standard Head Hexagon Socket Screw M6 × 35
10.Joint Bearing Assembly
11.M8 Self-locking Nut  
12.Dust Cap
13.Leg Cushion Assembly
14.M8 Five-star Knob
15.Main Frame
16.Brake Pad Assembly
17.8-inch Wheel Assembly
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Ⅰ. Preparation before assembly: After unpacking the carton, remove the plastic 
tie and the bubble bags with scissors. Please protect all parts in the box If 
assembled on the floor, cover the floor with paper or carpet to prevent 
scratches. Pay attention to distinguish between parts and components. Then 
remove the inner carton and take out the parts and put them away. The carton 
contains bulk parts as shown in figure 1: 1. iron basket, 2. t-shaped handle 
assembly, 3. main frame assembly, 4. toolkit, 5. 8-inch wheel assembly, 6. upper 
folding rod assembly, 7. leg cushion assembly, 8. bulk parts package

Figure 1

As shown in figure 2 below, the toolkit contains: A1: 5mm hex wrench, A2: 6mm 
hex wrench A3: outer hexagon wrench
As shown in figure 3 below, the bulk parts package contains: B1: carriage bolts 
M10 × 58, B2: outer hexagon screw M8 × 45, B3: standard head hexagon socket 
screw M6 × 35, B4: M8 five-star knob, B5: iron dust cap, B6: M8 self-locking nut, 
B7: M10 five-star knob, B8: magic tape tie, B9: M6 self-locking nut, B10: φ8.5mm 
flat gasket, B11: φ8.5mm spring washer, B12: M8 nut cap, B13: φ6.2mm flat 
gasket, B14: standard head hexagon socket screw M8 × 240

Figure 2                                                                       Figure 3

Ⅱ. Assembly instructions: (please refer to the part number and name in figure 
3 for assembly) :
Step 1: As shown in figure 4, take out the standard head hexagon socket 
screw M6 × 35, φ6.2mm flat gasket and M6 self-locking nut to fix joint bearing 
assembly.
Step 2: As shown in figure 5, first lock the upper folding rod assembly to the 
hole of the lower folding assembly with M10 × 58 carriage screw and M10 
five-star knob nut, then press and fix the spring quick-release components.

Figure 4                                          Figure 5

Step 3: As shown in figure 6, insert the t-shaped handle assembly into the 
tube of the upper folding rod assembly, then use the M8 five-star knob and 
outer hexagon screw M8 × 45 to align the corresponding holes for locking. 
Step 4: As shown in figure 7, please assemble the front wheel and rear wheel 
components in the order of the parts in the figure, and refer to figure 3 for 
assembly of the corresponding parts.
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Figure 6                                                             Figure 7

Step 5: As shown in figure 8, tie the brake cable with magic tape.
Step 6: As shown in figure 9, pay attention to the difference between front and 
rear installation. The leg cushion assembly should be aligned with the 
adjustment tube hole position of the frame, and be locked with the M8 five-star 
knob and the outer hexagon screw M8 × 45. The installed leg cushion assembly 
are basically in a horizontal state with the ground. 
Step 7: As shown in figure 10, aim the iron basket at the two hooks on the 
folding rod assembly to get stuck.

  Figure 8                     Figure 9                                         Figure 10

Ⅲ. Post-installation Inspection:
1.Please refer to the manual diagram for comparison to check if the knee 
walker-scooter is installed correctly or not.
2.Verify that all parts of the knee walker-scooter are fully assembled, and check 
if there are any spare parts.
3.Check the installation of the knee walker-scooter for looseness. Tighten 
screws and nuts if loose.
4.Check the appearance of all components of the knee walker-scooter for any 
skew phenomenon, and appropriate adjustments can be made accordingly.

Ⅳ. Partial Component Description: 1. Brake use method: As shown in the figure 
below: D1: Normal use without braking, D2: Use the brakes as needed, D3: 
Press down on the brake handle to continue braking (Note: the brake 
self-locking function can only be used for smooth road surface and for slowing 
down. When releasing the self-locking brake, just hold the handlebar and the 
self-locking button will automatically pop off.) 

2. Height adjustment of handle assembly and leg cushion assembly: please 
unscrew the M8 five-star knob and the outer hexagon screw M8 × 45 to adjust 
the height to the corresponding hole, and then lock. As shown in figure D4 and 
D5:
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Welcome to visit our website and purchase our quality products!

Reward Points
Exclusive Customer Service
Personalized Recommendations
Permanent Shopping Cart
Order History

We would like to extend our heartfelt thanks to 

all of our customers for taking time to assemble 

this product and giving us valuable feedbacks.

www.costway.com

Your suggestions and comments for COSTWAY are really important to us! 
We sincerely solicit you to go back to our shop and leave a good rating in just a 
simple click. It would be quite encouraging if you could kindly do so like below:

February 24, 2019
Great products so far. Fast delivery, easy setup, and working without any issues. 

Great products so far

With your inspiring rating, COSTWAY will be more consistent to offer you 
EASY SHOPPING EXPERIENCE, GOOD PRODUCTS and EFFICIENT SERVICE!

US office: Fontana, California
UK office: Ipswich

www.costway.com

3. As shown in figure D6 and D7: the tightness of the brake can be adjusted 
by adjusting the handlebar position nut and the brake nut.
4. When the sleeve inside the 8-inch wheel assembly is not centered, a 
screwdriver or hexagon wrench can be used to make it concentric with the 
bearing and then M8 screw can be used to tighten and fix it, as shown in 
figure D8/D9/D10.

Ⅴ. Product Maintenance and Maintenance Methods:
1.Do not let hard objects scratch the surface of the product to prevent damage 
to the material.
2.Use neutral synthetic detergent for daily cleaning and maintenance, wipe 
with wet cloth, then wipe with dry cloth.
3.Do not contact with strong acid or alkali to prevent corrosion.
4.The product shall not exceed the maximum load bearing during use.
5.Please check the tire wear regularly. If wear is serious, please change the 
tire in time

Ⅵ. Storage Conditions and Methods
After packaging, the knee walker-scooter shall be stored at a temperature not 
exceeding -10 ℃ ~ 40 ℃ and a relative humidity not exceeding 80%. With 
non-corrosive gas and in a well-ventilated clean room. Transport should be 
moisture-proof, avoid light, and away from heat sources. In case of any 
discrepancy between the original and the illustration, the original shall prevail.


