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PISTON TYPE BELT-DRIVEN AIR COMPRESSOR

OPERATION MANUAL
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LINTRODUCTION

Read this manual carcfully before operating o servicing this, air compressor,
{0 familiarize yourself with proper safety, operation, and maintenance
procedures. FAILURE TO COMPLY WITH INSTRUCTIONS IN THIS MANUAL
COULD RESULT IN PERSONAL INJURY, PROPERTY DAMAGE, ANDIOR

8, OPERATION AND AD JUSTMENT

duced . Don't change

VOIDING OF YOUR WARRANTY.
provide a longer and safer service life for you air compressor.

2.SAFETY GUIDELINES
A DANGER-AN IMMEDIATE HAZARD THAT WILL
CAUSE SERIOUS INJURY OR LOSS OF LIFE.
1.T0 REDUCE THE RISK OF FIRE OR EXPLOSION, NEVER
SPRAY FLAMMABLE LIQUIDSIN A CONFINDED AREA. It isnormal
for the motor and pressure switch 0 produce sparks while operating.
vapors from gasoline or  other

ot smoke  while

Keep

Joride can

uns,  paint

and cause re wing these

we only stainkss steel spray cquipment This docs not

your sir compressor,  but many affect the cquipment being

Never directly inbale the compressed air produced by

compressor. It is ot suitable for _breathing purposes.

WARNING-A POTENTIAL HAZARD THAT COULD
CAUSE SERIOUS INJURY ORLOSS OF LIFE

1. Do notweld on the s tank of this compressor. Welding on the

i compressor tank strength and cause an extremely hazardous

3. This unit starts automatically. ALWAYS shut off the compressor,

should b
condition for restart. or themotor will be dsmaged. The rated pressure can
ted by turning the sdjusting bolt of the switch (Fig. 1 or Fig.2).

Figl

9. CAUTIONS

(1) Neveruncerew any connecting part when the tank s in_pressure condition.
clectrical part the i

(@) Neveradjust the satety valve carclessly

(4) Neveruse the compressor in place where voltage is (oo low or (o0 hi

(5) Neveruse the mesllic area of electric wire less tian 4mn’ and the length
e than Sm.
(6) Never disconnect the plug to stop compressor set the switch knob in
position off instead.
P ey SRR SR
immediately 5o 4s not to damage m
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10, MAINTENANCE

(1 Clean eranesse and remew Iabricating il afer
st 20 warking houes,
@) Cheek the 0l Tevl e very 20 working. hours 3
and replenish ifn
©0pen drain ank 1o exhaust -
contemae allr every 6 mor m, ot
@Clean crankesse and enew
and check sty vave ani
every 120 working hours,
TROUBLES AND REMEDIES

IMPORTANT NOTICE

THING TO BE DONE BEFORE OPERATING
YOURNEW COMPRESSOR FOR THE FIRST TIME

1.0nthe top front of the compressor, you will find a white
plastic sealing plug inserted into the Oil Filler Hole. Remove
the sealing plug and replace by pressing the red Ol Filler
Plug (supplied in the parts bag)into the Oil Filler Hole.
2. Using the Sight-Glass built Into the lower front area of
i comprastor (ustbehing the Reaulaloh; sreak e 0l
Leyal 1 should baat i hallwsy markon the lght clase
for normal operation. I 1t 1S iecassary 1o add ol
uso any standard aif comprassor oil avallabie at he Home
Centers and other major retailers.
3. There are two Air Outlet Fitting on the Regulator. Air flow
for one fiting is operated by turing the Regulator Handle.
The other is a free flow directly form the tank. Screw either a
a quick-couple (not supplied) onto the free-
flowing fitting before starting tha Compressor. Usa nylon
thread-seal tape when working with i fitting to prevent
leakage.
4. The Electric Motor of this article must not be started
reversal,
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2) Wiring diagram of
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motor

C. DIAGRAM OF WIRING POST
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Attached the wiring diagram of pressure
switeh and Magnetic force starter

n oz
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The arrow shows the axes' export, and motor's tu

i
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/A The connect of power wire
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Y The connectof power wire

remove the plug _from the outletr, and bleed all pressure from the
system before servicing the compressor, and when the compressoris
not in use.

4. Check the manufacturer's maximum pressure rating for  air
tools and accessories. Compressor outlet pressure must be regu lated so
as to never exceed the maximum pressure rating of the tool

5. High temperatures and moving parts are present under the
shroud. To prevent bumns or other injuries, DO NOT operate with
the shroud removed. Allow the copmpressor parts to cool before
handling or_servicing

materials, and follow the safety instructions. Use a respirator mask
if there is a chanceof inhaling anythingyou are spraying. Read all
insrtuctions and be sure that your respirator mask will protect you.

7. Always wear safety gogeles or glases when using an air
compressor. Never pointany nozzle or sprayer toward a  person or
any part of the body.

8 Do not adjust the pressure switch or relief valve for any reason,
Doing so voids_all warraanties, They have been pre-set at the factory
for the masinum pressure of this unit.

CAUTION-A POTENTIALL HAZARD THAT MAY CAUSE

MODERATE INJURY OR DAMAGE TO EQUIPMENT.

1 Drain the mositure from the tank on a daily basis. A clean,
dry tank will help prevent corrosion.

. Pull the pressure relief valve ring daily fo ensure that the valve
s functioning properly, and to clear the valve of any possible Obstructions.

3.To provide proper_ventilation for cooling, the compressor must
be kept a minimum of 3lem(12 inches) form the nearest wall,in
well-ventilated area.

4. Fasten the compressor down securely if fransporting is
necessary, Presure must be released from the tank before
transporting.

5. Protect the air hose and clectric cord from damage and
puncture. Inspect them weekly for weakor worn spots, and replace
if necessary.

[

WARNING! [ CAUTION!

Never use an extension cord with s product,

DISCONNECT POWERAND RELEASE AL {jS3 Sdiionsa air hosa instead of an axtension
PRESSURE FROM THE SYSTEM BEFORE cord to avoid power loss and permanent motor
ATIEMPTING TO INSTALL SERVICE,  damage. Uss of an extension cord voids the

2. Eleciic molors and sarirsmustbe securely
2 ez runced onga s iorged ——
‘

RELOCATE ~_OR  PERFORM  ANY  warany
MAINTENANCE

1. Folwatioca decsca
wellas
wpasonal Saloty and Hoalh Act (OSHA). Nl

Fecord the Mode! No_Serial No and
J——— Date of Purchase n he space Below.
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